IDAHO TRANSPORTATION DEPARTMENT
BRIDGE OVERWEIGHT REPORT — From 2004 Permanent Weigh -I n-Motion Data
Based on Federal Bridge Weight Formula
District 5- Georgetown - US30- .7 SE. of Nounan Rd.
Tuesday 1 June Thru Wednesday 30 June 2004
Total Commercia Traffic— All Lanes Included

Vehicle Violations
No Violations Violations Percent Over Maximum Allowed
Veh Tota % Total % Total
Type Weighed | Number | Weighed | Number | Weighed | 0-5 | 5-10 | 10—-20 | 20-30 | Over30
SINGLE UNIT TRUCKS
5 2—Axle, 6-—Tire 998 891 89.3 107 10.7 17 15 19 16 40
6 3—Axle 245 176 71.8 69 28.2 4 8 16 9 32
7 4— Axleor More 75 48 64.0 27 36.0 4 5 2 6 10
SINGLE TRAILER TRUCKS
8 4— Axleor Less 634 559 88.2 75 11.8 15 7 19 11 23
9 5—Axle 15659 7271 46.4 8388 53.6 925 911 1810 1463 3279
10 6— Axleor More 647 292 45.1 355 54.9 32 33 52 46 192
DOUBLE TRAILER TRUCKS
11 5—Axleor Less 32 20 62.5 12 37.5 2 0 1 4 5
12 6—Axle 67 46 68.7 21 313 2 2 5 3 9
13 7— Axleor More 304 204 67.1 100 32.9 14 7 17 10 52
TRIPLE TRAILER TRUCKS
14 6— Axleor More
Tota Vehicles 18661 9507 50.9 9154 49.1 1015 988 1941 1568 3642
Percent of Total Violations 11.1 10.8 21.2 17.1 39.8
Axle Violations
Single Axles Tandem Axles Tridem Axles
Violations Violations Violations
Veh Total % Total % Total % Total
Type Axles Total Number Axles Total Number Axles Total Number Axles
SINGLE UNIT TRUCKS
5 2—Axle 6-Tire 1996 1996 116 5.8 0 0 0.0 0 0 00
6 3—Axle 735 245 9 3.7 245 63 25.7 0 0 0.0
7 4— Axleor More 300 135 4 3.0 60 7 11.7 15 13 86.7
SINGLE TRAILER TRUCKS
8 4— Axle or Less 2314 1620 74 4.6 347 11 3.2 0 0 0.0
9 5—Axle 78295 21218 1684 7.9 28519 13166 46.2 13 1 7.7
10 6— Axleor More 4125 719 19 2.6 665 286 43.0 692 269 38.9
DOUBLE TRAILER TRUCKS
11 5— Axleor Less 160 160 25 15.6 0 0 0.0 0 0 0.0
12 6—Axle 402 257 25 9.7 65 16 24.6 5 1 20.0
13 7— Axleor More 2205 900 52 5.8 633 145 22.9 13 10 76.9
TRIPLE TRAILER TRUCKS
14 6 — Axle or More
Total Axles 90532 27250 2008 7.4 30534 13694 44.8 738 294 39.8




